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Service/Workshop Manual - Speedometer

Remove the two self taping sci¥
the walnut fascia in place. \O

Service/Workshop Manual - Speedometer

Crute fscaforward.

Service/Workshop Mnnué)@ﬁpeednmeter

&

Service/Workshop Manual - Speedometer



CERBERA SERVICE/WORKSHOP MANUAL

Service/Wokshop Manual - Spee ometer

Service/Workshop Manual - Speedometer

,Pull,;thevdlal forward from t_ e fa5c1a :
To replace 'reverse outlmed procedure
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Service/Workshop Manual - Tuchorneter

Service/Workshop Manual - Tachometer

Unplug the 4 single wiring conné_'c_-t.drs_:.”‘ ;

Service/Workshop Manual - Tachometer



CERBERA SERVICE/WORKSHOP MANUAL

Service/Workshop Manual - Tachometer

Pull the dial forward from the fascia.
- To replace reverse outlined procedure.
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o Clock Removal/Replacement Procedure

The sunplest way of replace ’che dock gauge is
to firstly remove the air vent p1p1nrr fror
the column pod o

Smfz‘ce/Workstp Manual - Clock

Service/Workshop Manual - Clock

Serw’eorfcshop Man :m@ Clock

TUnscrew the dials Clémps.

Service/Workshop Manual - Clock
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Serv:‘ceokshop Manual - Clock
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Oil Pressure and Water Terﬁperature Dials.



o 3: The procedu.re for replacmg the Oﬂ pr
e Eand Water Temperature dlals dszers 'sh

Service/Workshop Manual - Oil Pressure/Water Temp.

)
2
Service/Workshop Manual - Oil Pressure/Water Temp.
C)C)Remove the F1 panel e
— _}

Next remove the air boxes and air pipes.

Service/Workshop Marnual - Oil Pressure/Water Temp.



CERBERA -SERWCE/ WORKSHOP MANLML

Cut the cable tle wraps Whlch secure the cabhng
to the chass1s Sl

POSIthl‘I dr1p tray under 6%8 catch any ': :
d1scharged ‘water. 5

Slowly anci carefully unbolt the sensor : a4
N.B. - Itis a good idea to have a sensor handy
to use as a blanking plug 50 not to 1ose much
water from the system ' .

Remove the old grommet from the engine bay e
to the inside of the wheel arch and pull cable @

through.

5erwce/ i’\r’omshov Manua! Oil Pressure/Water Temp.
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 Remove the two self taping s
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. Remove the bulbs -
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Service/Workshop Manual - Oil Pressure/Water Temp.




CERBERA SERVICE/WORKSHOP MANUAL

; g 1 ;
Service/Workshop Manual - Oil Pressure/Water Temp.
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The sunplest way‘of'replac
to flrstly remove the air vent p1p1ng frOm der

Semm’/Wnrk-:hop Manual - Petrol Gauge

Service/Workshop Manual - Petrol Gauge

CQRembvé the gauge bulbs .'in :*.[he"- SameWay
&

~ Unscrew the dials cla_mpés_. :

hop Manual - Petrol Gauge )



ermce/WorkshopManuaI - Petrol Gauge
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